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Sump Strainers
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<«——— Steel Hex
Plated Steel Hex, Nylon Hex,

Aluminum Hex Pipe Nut Coupling:
In a full range of NPT sizes, 3/4" thru 3". Welded on.

Steel Support Tube:
Provides rigidity, permits easy
cleaning and better flow.

Pleated, Reusable Stainless Wire Cloth:

Keeps its shape and allows better flow. For use with
hydraulic fluids, oils, coolants, cutting oils and lubri-
cants. Excellent for mobile equipment.

Easily cleaned. Choice of 30, 60,

100 or 200 mesh. See table.

Plated Steel Cap End:
Epoxy-bonded for one-piece construction.

N49-SERIES

Nylon Hex Nut >

Trouble-Free Positive Protection:

All metal, nickel plated construction. No organic
elements to deteriorate. These smooth, one-piece,
epoxy-bonded units are carefully and compactly
constructed with quality materials throughout.
They assure trouble-free, positive protection

for the entire system.

Excellent for mobile equipment.

Easily Installed and Cleaned:

Easily removed and cleaned with gasoline OPTIONAL
and similar solvents. Built-in relief valve to
prevent pump starvation
OPTIONAL: Add R3 or R5

Nylon hex pipe nut coupling, one piece.
Aluminum hex pipe nut coupling (Consult Factory)
made to order.

Bypass Valves

3 PS.l./ 6" HG
5PS.I./ 10" HG
Operating Temperature
15F° (-9 C) to 212 F° (100C) FLOW RATE (LPM)
Magnetic Bands 38 76 114 151 189 227 265 303 341 379/ 416 454
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Typical Single Unit Installation Typical Multiple Unit Installation 0 = 0
10 20 30 40 50 60 70 80 90 100 110 120
FLOW RATE (GPM)

Temperature 100°F Viscosity 150SUS

Average Pressure drop through clean assembly with
150 SUS oil at 100F

Rated Flow Capacity Under 1" HG
(1.5 P.S.1.) Pressure Drop @ 5ft./sec

AN-WM Weld Adapter
See page 36a
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% Ordering Code
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SERIES FLOW  SIZE BYPASS MESH OPTIONS
49 3 3/8" NPT OMIT | NO BYPASS 100 | 100 MESH omIT
N49 4 /2" NPT R3 | 3 PSI BYPASS (STANDARD) MAG| MAGNETS

5 3/4" NPT R5 | 5 PSI BYPASS 30 |30 MESH
10 1" NPT 60 |60 MESH
20 11/4" NPT 200 200 MESH
30 11/2" NPT

50 11/2" NPT

50 2" NPT

75 21/2" NPT A

100 | 3" NPT

*200 | 3" NPT

*300 | 4" NPT

*400 | 4" NPT

*600 | 6" NPT

*Not available nylon aluminum nuts
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Dimensional Details

MODEL MODEL A B c D AREA IN?
STEEL NYLON FLOW (M)
493 N4g-3 131GL|;>“|<|/| i o 31024 623'.55 41893 (213;3)
49-4 Nag-4 2506L|;>“|<|n i e 418:?2 738'.17 %g (335.9)
49-5 N4g-5 foGLwn i o 723'?7 93161 %g (5%87)
w10 | w0 | gl gy | " 168 1372 & 195)
49-20 N4g-20 %g f&“ﬁ' I\:INM " 12211.9 13;59.3 72.2 (1 325.9)
49-30 N49-30 13 2006L|;>“|<|n I\:INM e 1;'22.9 20%.2 83?;.38 (1:215?.3
49-50 N49-50 530% I\:INM e 22'11.1 22'19.5 93:1 (231?3)
49-50-2 | N49-50-2 530% I\:INM Z 22'11.1 22'1?5 93é.91 (231?3)
49-75 N4g-75 278556Lm I\:INM 2 22'11.1 215%.15 1gia1.5 (245?0)
so100 | wao-t00 | ol gy | 2642 2007 1205 225)
49-200 /A 200 LM | AM ¢ 2 28 200 (6926255)
w0 | WA | oo wm | 206 1 300 540)
400 | WA | joon | wm | S 6 300 (11225
0600 | WA | oot | wm | 340 615 200 (15575

Pressure drop will be < 2 PSI
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