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WC Series
Welded Tie-Rod Alternatives

Features

Dimensions

The Hydro Custom WC Series combines the durability of 
a welded cylinder with the serviceability and versatility 
of a tie-rod. Designed to outperform traditional tie-rod 
cylinders, this innovative line features an adjustable ductile-
iron clevis, threaded rods, larger rod diameters, and Hallite 
seals - all at a competitive price.  

Whether you’re lifting, pushing, or controlling essential 
implements, the WC Series provides a high-performance, 
cost-effective solution. With a 3,000 PSI rating, easy seal 
replacement, and SAE-8 ports (plus an optional 90-degree, 
base port), this series is perfect for agricultural and 
lightweight construction equipment.  

Upgrade to Hydro Custom WC, where dependability meets 
efficiency.

•	 Adjustable ductile iron clevis and threaded rod
•	 SAE-8 ports with optional third port location on base-end (for 90-degree use)
•	 Hard chrome-plated piston rod for the most demanding applications
•	 Screw-on gland design reduces downtime and allows for quick, easy seal service
•	 Burst pressure tested to 6,000 PSI; 20,000-cycle endurance tested
•	 Hallite 3000 PSI seals for extended life
•	 Gloss black paint finish
•	 2-year warranty

A* - Retracted length is 12.25” for cylinders with 8” ASAE strokes and 15.5” for cylinders with 16” ASAE strokes. 
R* - Pin hole diameter is 1.25” for cylinders with 3.5” & 4” bore sizes and 16” ASAE strokes.

Bore Outside Diameter Rod Diameter Rod Thread A* B wall C E G H I J M R* S

2 2.38 1.125" 1 1/8-12 UNF 10.25 0.188 SAE 8 2.13 2.5 1.165 1.165 2.13 2 1.016 0.94 / 1

2.5 2.88 1.125"; 1.25" 1 1/8-12 UNF 10.25 0.188 SAE 8 2.13 2.5 1.165 1.165 2.13 2 1.016 0.94 / 1

3 3.38 1.25"; 1.5" 1 1/4-12 UNF 10.25 0.188 SAE 8 2.13 2.72 1.165 1.165 2.13 2 1.016 1 / 1.13

3.5 3.875 1.5"; 1.75" 1 1/4-12 UNF 10.25 0.188 SAE 8 2.5 2.72 1.165 1.165 2.13 2.13 1.016 1.13

4 4.45 1.75"; 2.0" 1 1/4-12 UNF 10.25 0.225 SAE 8 2.5 2.72 1.165 1.165 2.13 2.13 1.016 1.13
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Bailey Part # Bore Stroke Rod Dia. Retracted Extended Column 
Load (lbs)

Port 
Size

Pin 
Dia.

Ship Wt. 
(lbs) Replaces Part #

296068 2 4 1.125 14.25 18.25 9420 SAE 8 1 12 297068; TCL2004-S

296069 2 6 1.125 16.25 22.25 9420 SAE 8 1 13 297069; TCL2006-S

296070 2 8 1.125 18.25 26.25 9420 SAE 8 1 15 297070; TCL2008-S

296071 2 8 ASAE 1.125 20.25 28.25 9420 SAE 8 1 16 297071; TCL2008-S-ASAE

296072 2 10 1.125 20.25 30.25 9420 SAE 8 1 17 297072; TCL2010-S

296073 2 12 1.125 22.25 34.25 9420 SAE 8 1 19 297073; TCL2012-S

296074 2 14 1.125 24.25 38.25 9420 SAE 8 1 21 297074; TCL2014-S

296075 2 16 1.125 26.25 42.25 9420 SAE 8 1 22 297075; TCL2016-S

296086 2 16 ASAE 1.125 31.5 47.5 6815 SAE 8 1 25 297080; TCL2016-S-ASAE

296076 2 18 1.125 28.25 46.25 8060 SAE 8 1 24 297076; TCL2018-S

296077 2 20 1.125 30.25 50.25 6852 SAE 8 1 26 297077; TCL2020-S

296079 2 24 1.125 34.25 58.25 5120 SAE 8 1 29 297079; TCL2024-S

296082 2 30 1.125 40.25 70.25 3540 SAE 8 1 35 297082; TCL2030-S

296085 2 36 1.125 46.25 82.25 2590 SAE 8 1 40 297085; TCL2036-S

296091 2 48 1.125 58.25 106.25 1560 SAE 8 1 51 297091; TCL2048-S

296092 2.5 4 1.125 14.25 18.25 14720 SAE 8 1 13 297092; TCL2504-S

296093 2.5 6 1.125 16.25 22.25 14720 SAE 8 1 15 297093

296190 2.5 6 1.25 16.25 22.25 14720 SAE 8 1 15 TCL2506-S

296094 2.5 8 1.125 18.25 26.25 14720 SAE 8 1 17 297094

296191 2.5 8 1.25 18.25 26.25 14720 SAE 8 1 18 TCL2508-S

296095 2.5 8 ASAE 1.125 20.25 28.25 14720 SAE 8 1 18 297095; TCL2508-S-ASAE

296192 2.5 8 ASAE 1.25 20.25 28.25 14720 SAE 8 1 19 TCL2508-S-ASAE

296096 2.5 10 1.125 20.25 30.25 14720 SAE 8 1 19 297096

296193 2.5 10 1.25 20.25 30.25 14720 SAE 8 1 20 TCL2510-S

296097 2.5 12 1.125 22.25 34.25 14720 SAE 8 1 21 297097

296194 2.5 12 1.25 22.25 34.25 14720 SAE 8 1 22 TCL2512-S

296098 2.5 14 1.125 24.25 38.25 11920 SAE 8 1 23 297098; TCL2514-S

296099 2.5 16 1.125 26.25 42.25 9820 SAE 8 1 25 297099; TCL2516-S

296105 2.5 16 ASAE 1.125 31.5 47.5 6930 SAE 8 1 28 297102; TCL2516-S-ASAE

296100 2.5 18 1.125 28.25 46.25 8220 SAE 8 1 27 297100; TCL2518-S

296101 2.5 20 1.125 30.25 50.25 6990 SAE 8 1 29 297101; TCL2520-S

296103 2.5 24 1.125 34.25 58.25 5230 SAE 8 1 33 297103

296195 2.5 24 1.25 34.25 58.25 7870 SAE 8 1 35 TCL2524-S

296106 2.5 30 1.25 40.25 70.25 5440 SAE 8 1 41 297106; TCL2530-S

296109 2.5 36 1.25 46.25 82.25 3980 SAE 8 1 48 297109; TCL2536-S

296115 2.5 48 1.25 58.25 106.25 2400 SAE 8 1 61 297115; TCL2548-S

296118 3 4 1.25 14.25 18.25 21200 SAE 8 1 17 297118

296197 3 4 1.5 14.25 18.25 21200 SAE 8 1 18 TCL3004-S
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296119 3 6 1.25 16.25 22.25 21200 SAE 8 1 19 297119

296198 3 6 1.5 16.25 22.25 21200 SAE 8 1 21 TCL3006-S

296120 3 8 1.25 18.25 26.25 21200 SAE 8 1 22 297120

296199 3 8 1.5 18.25 26.25 21200 SAE 8 1 23 TCL3008-S

296121 3 8 ASAE 1.25 20.25 28.25 21200 SAE 8 1 25 297121; TCL3008-S-ASAE

296122 3 10 1.25 20.25 30.25 21200 SAE 8 1 24 297122

296200 3 10 1.5 20.25 30.25 21200 SAE 8 1 26 TCL3010-S

296123 3 12 1.25 22.25 34.25 21200 SAE 8 1 27 297123

296201 3 12 1.5 22.25 34.25 21200 SAE 8 1 29 TCL3012-S

296124 3 14 1.25 24.25 38.25 18370 SAE 8 1 29 297124

296202 3 14 1.5 24.25 38.25 21200 SAE 8 1 32 TCL3014-S

296125 3 16 1.25 26.25 42.25 15110 SAE 8 1 32 297125

296203 3 16 1.5 26.25 42.25 21200 SAE 8 1 35 TCL3016-S

296128 3 16 ASAE 1.25 31.5 47.5 10615 SAE 8 1 34 297133; TCL3016-S-ASAE

296126 3 18 1.25 28.25 46.25 12650 SAE 8 1 34 297126; TCL3018-S

296127 3 20 1.25 30.25 50.25 10745 SAE 8 1 36 297127

296204 3 20 1.5 30.25 50.25 21200 SAE 8 1 41 TCL3020-S

296129 3 24 1.25 34.25 58.25 8030 SAE 8 1 41 297129

296205 3 24 1.5 34.25 58.25 16250 SAE 8 1 46 TCL3024-S

296130 3 30 1.5 40.25 70.25 11220 SAE 8 1 55 297130; TCL3030-S

296132 3 36 1.5 46.25 82.25 8210 SAE 8 1 63 297132; TCL3036-S

296141 3 48 1.5 58.25 106.25 4940 SAE 8 1 80 297141; TCL3048-S

296144 3.5 4 1.5 14.25 18.25 28860 SAE 8 1 17 297144

296206 3.5 4 1.75 14.25 18.25 28860 SAE 8 1 18 TCL3504-S

296145 3.5 6 1.5 16.25 22.25 28860 SAE 8 1 20 297145; TCL3506-S

296146 3.5 8 1.5 18.25 26.25 28860 SAE 8 1 24 297146; TCL3508-S

296147 3.5 8 ASAE 1.5 20.25 28.25 28860 SAE 8 1 25 297147; TCL3508-S-ASAE

296148 3.5 10 1.5 20.25 30.25 28860 SAE 8 1 27 297148; TCL3510-S

296149 3.5 12 1.5 22.25 34.25 28860 SAE 8 1 30 297149; TCL3512-S

296150 3.5 14 1.5 24.25 38.25 28860 SAE 8 1 33 297150; TCL3514-S

296151 3.5 16 1.5 26.25 42.25 28860 SAE 8 1 36 297151; TCL3516-S

296155 3.5 16 ASAE 1.5 31.5 47.5 22390 SAE 8 1.25 39 297151; TCL3516-S-ASAE

296153 3.5 18 1.5 28.25 46.25 26790 SAE 8 1 39 297153; TCL3518-S

296154 3.5 20 1.5 30.25 50.25 22700 SAE 8 1 43 297154

296207 3.5 20 1.75 30.25 50.25 28860 SAE 8 1 47 TCL3520-S

296156 3.5 24 1.5 34.25 58.25 16910 SAE 8 1 49 297156

296208 3.5 24 1.75 34.25 58.25 28860 SAE 8 1 54 TCL3524-S

296159 3.5 30 1.5 40.25 70.25 11630 SAE 8 1 58 297159

296209 3.5 30 1.75 40.25 70.25 20965 SAE 8 1 65 TCL3530-S
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296162 3.5 36 1.5 46.25 82.25 8490 SAE 8 1 68 297162; TCL3536-S

296168 3.5 48 1.5 58.25 106.25 5090 SAE 8 1 87 297168

296210 3.5 48 1.75 58.25 106.25 9180 SAE 8 1 98 TCL3548-S

296170 4 4 1.75 14.25 18.25 37700 SAE 8 1 22 297170; TCL4004-S

296171 4 6 1.75 16.25 22.25 37700 SAE 8 1 26 297171; TCL4006-S

296172 4 8 1.75 18.25 26.25 37700 SAE 8 1 31 297172; TCL4008-S

296173 4 8 ASAE 1.75 20.25 28.25 37700 SAE 8 1 32 297173; TCL4008-S-ASAE

296174 4 10 1.75 20.25 30.25 37700 SAE 8 1 35 297174

296211 4 10 2 20.25 30.25 37700 SAE 8 1 38 TCL4010-S

296175 4 12 1.75 22.25 34.25 37700 SAE 8 1 40 297175

296212 4 12 2 22.25 34.25 37700 SAE 8 1 43 TCL4012-S

296176 4 14 1.75 24.25 38.25 37700 SAE 8 1 44 297176; TCL4014-S

296177 4 16 1.75 26.25 42.25 37700 SAE 8 1 49 297177

296213 4 16 2 26.25 42.25 37700 SAE 8 1 53 TCL4016-S

296178 4 16 ASAE 1.75 31.5 47.5 37700 SAE 8 1.25 55 TCL4016-S-ASAE

296179 4 18 1.75 28.25 46.25 37700 SAE 8 1 53 297179; TCL4018-S

296180 4 20 2 30.25 50.25 37700 SAE 8 1 63 297180; TCL4020-S

296182 4 24 2 34.25 58.25 37700 SAE 8 1 73 297182; TCL4024-S

296185 4 30 2 40.25 70.25 35890 SAE 8 1 88 297185; TCL4030-S

296188 4 36 2 46.25 82.25 26190 SAE 8 1 103 297188; TCL4036-S

296186 4 48 2 58.25 106.25 15710 SAE 8 1 133 297186; TCL4048-S

296188 4 36 2 46.25 82.25 36581 SAE 8 1 80.85 297188

296186 4 48 2 58.25 106.25 21932 SAE 8 1 101.73 297186


