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HYDRAULIC CYLINDERS

For pricing, please refer to our website at Baileyhydraulics.com or call one of our Customer Experience Specialists at 1-800-800-1810.

CUSTOM
SOLUTIONS

400511 6 1.25 13.50 19.50 9,420 SAE 8 1 15
400512 8 1.25 15.50 23.50 9,420 SAE 8 1 16
400513 10 1.25 17.50 27.50 9,420 SAE 8 1 15
400514 12 1.25 19.50 31.50 9,420 SAE 8 1 19
400515 20 1.25 27.50 47.50 9,420 SAE 8 1 24
400516 24 1.25 31.50 55.50 9,420 SAE 8 1 27
400517 30 1.25 37.50 67.50 9,420 SAE 8 1 32
400518 36 1.50 44.25 80.25 9,420 SAE 8 1 43

400500 4 0.625 10 14 2,350 SAE 6 0.5 5
400501 6 0.625 12 18 2,350 SAE 6 0.5 5
400502 8 0.625 14 22 2,350 SAE 6 0.5 6
400503 10 0.625 16 26 2,350 SAE 6 0.5 7
400504 12 0.625 18 30 2,350 SAE 6 0.5 7

400505 4 1 11.25 15.25 5,300 SAE 6 0.75 6
400506 6 1 13.25 19.25 5,300 SAE 6 0.75 7
400507 8 1 15.25 23.25 5,300 SAE 6 0.75 9
400508 10 1 17.25 27.25 5,300 SAE 6 0.75 10
400509 12 1 19.25 31.25 5,300 SAE 6 0.75 10
400510 14 1 21.25 35.25 5,300 SAE 6 0.75 12

BORE A** B C D E G J*** N R S* U
1.00 6.00 0.200 SAE 6 0.63 1.00 1.00 1.50 1.00 0.50 2.00 0.75
1.50 7.25 0.195 SAE 6 1.00 1.00 1.00 2.25 1.00 0.76 2.00 1.00
2.00 7.50 0.187 SAE 6 1.25 1.75 1.75 2.11 1.36 1.00 2.72 1.00
2.50 7.50 0.187 SAE 8 1.50 1.75 1.75 2.11 1.36 1.00 2.75 1.00
3.00    8.25** 0.187 SAE 8 1.50 1.75 1.75    2.47*** 1.56 1.00 3.12 1.00

MAXIM™ WSB WELDED CYLINDERS - 3000 PSI

•  Intended Use:  Double-acting applications
•  Piston:  Ductile iron
•  Piston Lock Nut:  Nylock Nut
•  Gland:  Ductile iron with rod wear band
•  Tube:  Steel tube honed or skived for extended seal life
•  Tube Seal:  O-ring and back-up
•  Rod:  Ground and polished hard chromed plated rod
•  Rod Seal:  U-cup
•  Wiper:  Polyurethane
•  End Mounts:  Spherical
•  Painted Black
•  1 year limited warranty

This Bailey Maxim swivel ball mounts make this a great option for use 
on compact equipment. These cylinders are designed for demanding 
applications and are built to ensure maximum reliability and performance, 
exceeding the highest standards.

*S dimension applies to rod and base end     For the 3x36    **A dimension is 8.75”    ***J dimension is 2.97”

PART NO. STROKE ROD DIA. RETRACTED EXTENDED COLUMN 
LOAD PORT SIZE PIN DIA. SHIP WT.

1” Bore

1.5” Bore

2” Bore

400540 Seal Kit 0.625                                      Degree of swivel ends ±13.9

400541 Seal Kit 1                                      Degree of swivel ends ±13.9

400542 Seal Kit 1.25                                      Degree of swivel ends ±13.9
400543 Seal Kit 1.50

Dimensional Data in Inches:

FEATURING SWIVEL END BALL MOUNTS
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For pricing, please refer to our website at Baileyhydraulics.com or call one of our Customer Experience Specialists at 1-800-800-1810.

400519 6 1.50 13.5 19.5 14,720 SAE 8 1 15
400520 8 1.50 15.5 23.5 14,720 SAE 8 1 16
400521 10 1.50 17.5 27.5 14,720 SAE 8 1 21
400522 12 1.50 19.5 31.5 14,720 SAE 8 1 23
400523 20 1.50 27.5 47.5 14,720 SAE 8 1 30
400524 24 1.50 31.5 55.5 14,720 SAE 8 1 34
400525 30 1.50 37.5 67.5 14,720 SAE 8 1 41
400526 36 1.75 44.0 80.0 14,720 SAE 8 1 53

400527 8 1.50 16.25 24.25 21,200 SAE 8 1 22
400528 10 1.50 18.25 28.25 21,200 SAE 8 1 24
400529 12 1.50 20.25 32.25 21,200 SAE 8 1 26
400530 20 1.50 28.25 48.25 21,200 SAE 8 1 36
400531 24 1.50 32.25 56.25 21,200 SAE 8 1 38
400532 30 1.75 38.25 68.25 21,200 SAE 8 1 52
400533 36 1.75 44.25 80.25 21,200 SAE 8 1 60

2.5” Bore

3” Bore
400544 Seal Kit 1.50                                      Degree of swivel ends ±10.3
400545 Seal Kit 1.75

400546 Seal Kit 1.50                                      Degree of swivel ends ±10.3
400547 Seal Kit 1.75

PART NO. STROKE ROD DIA. RETRACTED EXTENDED COLUMN 
LOAD PORT SIZE PIN DIA. SHIP WT.

             INDUSTRY LEADER IN THE MANUFACTURING OF CUSTOM
CYLINDERS TO YOUR SPECIFICATIONS.
For more information, call our Customer Experience Team at 800-800-1810 or visit BuildWithBailey.com.
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