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HYDRAULIC CYLINDERS

For pricing, please refer to our website at Baileyhydraulics.com or call one of our Customer Experience Specialists at 1-800-800-1810.

CUSTOM
SOLUTIONS

These cylinders are designed for demanding applications and are built to ensure 
maximum reliability and performance, exceeding the highest standards. 

MAXIM™ WT WELDED CYLINDERS - 3000 PSI

•  Intended Use:  Double-acting applications
•  Piston: Ductile iron ASTM A536 65-45-12 excellent life
•  Piston Lock Nut: Grade 8, high tensile zinc-plated
•  Gland: Ductile iron ASTM A536 65-45-12
•  Tube: Precision honed steel
•  Tube Seal: Nitrile O-ring with polytemp hytrel back-up
•  Rod: High tensile ground & polished hard chrome plated rod
•  Rod Seal: Standard PolyPak with B lip design (Polyurethane     
   U-cup with Nitrile O-ring expander)
•  Wiper: Polyurethane
•  End Mounts: Steel cross tubes
•  Piston I.D. Seal: O-ring
•  Piston O.D. Seal: Hallite 755 piston seal with wear rings
•  Painted Black
•  1 year limited warranty

Dimensional Data in Inches:

288300 4 1 12 16 5,300 SAE 4 0.75 7
288301 6 1 14 20 5,300 SAE 4 0.75 8
288302 8 1 16 24 5,300 SAE 4 0.75 9
288303 10 1 18 28 5,300 SAE 4 0.75 10
288304 12 1 20 32 5,300 SAE 4 0.75 11
288305 14 1 22 36 5,300 SAE 4 0.75 12
288306 16 1 24 40 5,300 SAE 4 0.75 13
204605 Seal Kit 1

288307 4 1.25 12 16 9,420 SAE 6 1 10
288308 6 1.25 14 20 9,420 SAE 6 1 12
288309 8 1.25 16 24 9,420 SAE 6 1 13
288310 10 1.25 18 28 9,420 SAE 6 1 14
288311 12 1.25 20 32 9,420 SAE 6 1 16
288312 14 1.25 22 36 9,420 SAE 6 1 17
288313 16 1.25 24 40 9,420 SAE 6 1 19
288314 18 1.25 26 44 9,420 SAE 6 1 20
288315 20 1.25 28 48 9,420 SAE 6 1 22
288316 24 1.25 32 56 8,370 SAE 6 1 24
288317 30 1.25 38 68 5,690 SAE 6 1 29
288318 32 1.25 40 72 5,080 SAE 6 1 30
288319 36 1.25 44 80 4,120 SAE 6 1 33
204606 Seal Kit 1.25

BORE A B C D E G J K M N R S U
1.50 8.00 0.188 SAE 4 1.00 2.25 2.00 2.913 2.192 0.929 0.625 0.764 1.250 0.945
2.00 8.00 0.188 SAE 6 1.25 2.75 2.25 2.844 1.937 0.894 0.750 1.015 1.500 1.000
2.50 8.00 0.188 SAE 8 1.50 3.25 2.25 2.654 1.925 0.894 0.750 1.015 1.500 1.000
3.00 8.00 0.197 SAE 8 1.50 3.75 2.25 2.301 2.244 1.012 0.750 1.015 1.500 1.000
3.50 10.00 0.219 SAE 8 1.75 4.25 2.25 3.980 2.248 1.012 1.000 1.265 2.000 1.000
4.00 10.00 0.250 SAE 8 2.00 4.75 2.50 3.934 2.244 1.012 1.126 1.515 2.252 1.000
5.00 11.00 0.250 3/4 NPT 2.50 5.75 4.00 2.750 2.272 1.500 1.126 1.515 2.500 1.626

PART NO. STROKE ROD DIA. RETRACTED EXTENDED COLUMN LOAD PORT SIZE PIN DIA. SHIP WT.

1.5” Bore

2” Bore

BAILEY’S BEST VALUE CYLINDER WITH CROSS TUBES
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For pricing, please refer to our website at Baileyhydraulics.com or call one of our Customer Experience Specialists at 1-800-800-1810.

216550 8 2.5 19 27 58,900 3/4 NPT 1.5 74
216551 10 2.5 21 31 58,900 3/4 NPT 1.5 79
216552 12 2.5 23 35 58,900 3/4 NPT 1.5 83
216553 16 2.5 27 43 58,900 3/4 NPT 1.5 92
216563 20 2.5 31 51 58,900 3/4 NPT 1.5 105
216554 24 2.5 35 59 58,900 3/4 NPT 1.5 116
216564 30 2.5 41 71 58,900 3/4 NPT 1.5 131
216562 32 2.5 43 75 58,900 3/4 NPT 1.5 135
216555 36 2.5 47 83 58,900 3/4 NPT 1.5 151
216561 42 2.5 53 95 52,258 3/4 NPT 1.5 160
216558 48 2.5 59 107 41,837 3/4 NPT 1.5 182
216559 60 2.5 71 131 28,994 3/4 NPT 1.5 220
216560 72 2.5 83 155 21,127 3/4 NPT 1.5 258
216673 Seal Kit

288363 4 2 14 18 37,690 SAE 8 1.5 34
288364 6 2 16 22 37,690 SAE 8 1.5 38
288365 8 2 18 26 37,690 SAE 8 1.5 41
288366 10 2 20 30 37,690 SAE 8 1.5 45
288367 12 2 22 34 37,690 SAE 8 1.5 49
288368 14 2 24 38 37,690 SAE 8 1.5 52
288369 16 2 26 42 37,690 SAE 8 1.5 56
288370 18 2 28 46 37,690 SAE 8 1.5 60
288371 20 2 30 50 37,690 SAE 8 1.5 63
288372 24 2 34 58 37,690 SAE 8 1.5 71
288373 30 2 40 70 35,730 SAE 8 1.5 82
288374 32 2 42 74 32,010 SAE 8 1.5 86
288375 36 2 46 82 26,120 SAE 8 1.5 93
288376 40 2 50 90 21,720 SAE 8 1.5 100
288377 48 2 58 106 15,700 SAE 8 1.5 115
204610 Seal Kit 2

288348 4 1.75 14 18 28,860 SAE 8 1.25 27
288349 6 1.75 16 22 28,860 SAE 8 1.25 30
288350 8 1.75 18 26 28,860 SAE 8 1.25 32
288351 10 1.75 20 30 28,860 SAE 8 1.25 35
288352 12 1.75 22 34 28,860 SAE 8 1.25 38
288353 14 1.75 24 38 28,860 SAE 8 1.25 41
288354 16 1.75 26 42 28,860 SAE 8 1.25 44
288355 18 1.75 28 46 28,860 SAE 8 1.25 47
288356 20 1.75 30 50 28,860 SAE 8 1.25 49
288357 24 1.75 34 58 28,860 SAE 8 1.25 55
288358 30 1.75 40 70 20,980 SAE 8 1.25 63
288359 32 1.75 42 74 18,790 SAE 8 1.25 66
288360 36 1.75 46 82 15,330 SAE 8 1.25 72
288361 40 1.75 50 90 12,740 SAE 8 1.25 77
288362 48 1.75 58 106 9,210 SAE 8 1.25 89
204609 Seal Kit 1.75

288320 4 1.5 12 16 14,720 SAE 8 1 14
288321 6 1.5 14 20 14,720 SAE 8 1 16
288322 8 1.5 16 24 14,720 SAE 8 1 18
288323 10 1.5 18 28 14,720 SAE 8 1 20
288324 12 1.5 20 32 14,720 SAE 8 1 22
288325 14 1.5 22 36 14,720 SAE 8 1 24
288326 16 1.5 24 40 14,720 SAE 8 1 26
288327 18 1.5 26 44 14,720 SAE 8 1 27
288328 20 1.5 28 48 14,720 SAE 8 1 29
288329 24 1.5 32 56 14,720 SAE 8 1 33
288330 30 1.5 38 68 11,710 SAE 8 1 39
288331 32 1.5 40 72 10,450 SAE 8 1 41
288332 36 1.5 44 80 8,470 SAE 8 1 45
204607 Seal Kit 1.5

288333 4 1.5 12 16 21,200 SAE 8 1 19
288334 6 1.5 14 20 21,200 SAE 8 1 21
288335 8 1.5 16 24 21,200 SAE 8 1 23
288336 10 1.5 18 28 21,200 SAE 8 1 25
288337 12 1.5 20 32 21,200 SAE 8 1 27
288338 14 1.5 22 36 21,200 SAE 8 1 29
288339 16 1.5 24 40 21,200 SAE 8 1 31
288340 18 1.5 26 44 21,200 SAE 8 1 33
288341 20 1.5 28 48 21,200 SAE 8 1 35
288342 24 1.5 32 56 18,070 SAE 8 1 40
288343 30 1.5 38 68 12,250 SAE 8 1 46
288344 32 1.5 40 72 10,930 SAE 8 1 48
288345 36 1.5 44 80 8,850 SAE 8 1 52
288346 40 1.5 48 88 7,310 SAE 8 1 57
288347 48 1.5 56 104 5,230 SAE 8 1 65
204608 Seal Kit 1.5

PART NO. STROKE ROD DIA. RETRACTED EXTENDED COLUMN LOAD PORT SIZE PIN DIA. SHIP WT.

2.5” Bore

3” Bore

3.5” Bore

4” Bore

5” Bore
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